DON’T CONNECT COLOR TO COLOR
Read All Wiring Directions Prior To I
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To ensure proper operation of your GEM Controller, use GEM’s directions in lieu of all

nstallation

others. Use of other wiring directions could result in damage to your control unit.

GEM Remotes are not designed to be used in conjunction with hand or drum switches.
CAUTION: Bonding between conduit is not automatic. It must be provided upon installation.

Overload Protection is Not Provided. Use Type 3 Conduit Hubs Only.

Motors come from the factory wired @ 115 or 230 VAC. You must ensure compatibility.

Removal of motor inspection cover allows access to internal windings.

If GEM control is wired for 230 VAC, then all motors must be re-configured internally.

Gem Motor Feed White Wire is not used for 230 VAC connection.
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Green or Copper wires must only be used as a ground, it is unsafe to use as a Neutral.

Recommended Wire Size for installation of your GEM Controller - Single Phase, 75 C. Copper Wire
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1. Motor turning in wrong direction: Switch internal motor windings BLK(T5) with Red(T8).
2. Motor not working: A: Color to Color wiring is incorrect; you must use Gem's wire diagrams on back.

B: Gem systems only work with 120/240 single

C: For shipping purposes, the BLK main feed wire is placed into the middle of the contactor. Pull it out.

D: 3 Phase motor requires special order.

phase, cap start, induction run motors.

3. Transmitter button runs in opposite direction: The electrician rewired the manual switch instead of

rewiring the motor wires. They must rewire the motors internally and turn manual switch right side up.
4. 120 Volt motor system problems: Connect red and white main together. See fig. 1
5. Motor runs in Auto-stop mode in only one direction: Adj. limit switch nuts. See instructions on cover.
6. 2wires+ground 240VAC Main Feed: GEM 120V systems can be rewired, multitap transformer.

7. Need more help? Call 239-642-0873






